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PRODUCT SPECIFICATION                                                  
 
 
 

Product Name Clear PVC Awning 
 
1. Scope 

This specification covers the production of the following Blinds: 

▪ Clear PVC Awning 

 
 

 2. General Specifications 

BLIND DIMENSIONS Minimum (mm) Maximum (mm) 

 

Width 550 5900 

Drop 550 4000 

 Square Area*  6.0 m2 

NOTES— 

– * Blinds over 6.0 m2 can be joined. They will be installed as 2 separated blinds but will be zipped 
together. 

– Where blinds are ordered outside this range, customers must be referred to the Production  
Department. Blinds ordered that are outside this range should not be made without authorisation. 

 

PVC SKIN PVC • As per Work Order  - Clear or Tinted 

 Edge 

Colour 
• As per Work Order  - White Cream or Black 

     

   Ceiling (Recess) Fix Face Fix 
Toler-
ance 

Cloth 
Width 

• Blind Width  • Blind Width - 40mm 

± 3mm 

Cloth Drop • Blind Drop -60 mm • Blind Drop - 80mm 

FINAL  
Blind 
width 

• Blind width • Blind width 

FINAL  
Blind Drop 

• Blind Drop • Blind Drop 

Panel size • Minimum width = 500mm 

  

ROPE TRACK Type • Single & Double Flange 

 Colour  • White, Primrose & Ebony 



DOCUMENT: Clear PVC Awning Issue Date: 3 09 09 Page No: 3 of 6 

DOC No.: MS C 7.3 Dept: OUTDOOR Review Date: Feb 19 Issue No: 3 

 

 2. General Specifications 

 
Cutting 

• 2  tracks x Blind Drop ± 2 mm 

• 1 track x Cloth Width ± 2 mm  

 
 
 
 
 

 

 

BOTTOM 

ROLLER 
Type • Steel—50mm diameter 

 
Cut Length • Blind Width – 10mm 

Tolerance 

± 3 mm 

 
End caps 

• 1 pair of  ROPE & PULLEY End-caps to be used 

• End caps must be firmly attached (riveted) to Bottom Rail  

  

CONTROLS— Pulleys • A Double and sigle pulleys are supplied 

• For Blind widths between 3.5 & 4.5m—a screw-eye must be 
supplied to support the Cord 

 Cord • White Cord for light fabrics; Brown Cord for dark fabrics 

For Blind widths < 4.5m— 

• Length = (6 x Drop) + Width 

• Use standard length,  unless otherwise stated on the Order 

• This gives a double Cord 

For Blind widths ≥ 4.5m— 

• 1st Cord Length = (6 x Drop) + Width 

• 2nd Cord Length = (3 x Drop) + (½ x Width) 

• This gives a triple Cord 

• Use standard lengths,  unless otherwise stated on the Order 

  

FINISHING— Fabric • There must be no holes or dirty marks  

• All Blinds of the same size, in the same Order, must be cut the 
same—that is, so the pattern matches 

• All Blinds in the same Order must be centred on the same part 
of the pattern 

 Squareness • Tolerance of  ± 3 mm 

 Pockets • Top Pocket must be 230mm 

• Bottom Pocket must be 210mm—including a 20mm turn-under 

 Sewing • All stitching must be straight—with no more than ± 1 mm 
deviation over 1 metre of sewing 

 

 

• There must be no gaps or loose stitching 

 

 2 mm 

✓ ACCEPTABLE  NOT ACCEPTABLE 
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 2. General Specifications 

 Welding • Welded joins to be clear and clean. 

• Minimum Panel size = 300mm 

• Panel join overlap = 22mm 

• Joins can be anywhere on Blind—as long as: 
– panels in Blinds from the same Order are same width: 

 

 

 

 

 

 Construct-

ion 

• There must be splines sewn to fit rope track onto. 

• Molded zips are used in blinds less than 6.0m2. Zips are colour 
coordinated – black, white and cream. 

• Open ended zips are used for seperate blinds that are joined. 
The open ended zips allows the 2 blinds to be zipped together. 

• There must be a Bottom Roller in the Bottom Pocket 

• Blind must be flush with the Bottom Roller  End Caps 

• The bottom roller is 60mm above the ground, to allow the blind 
to be straped down. 

• The PVC borders are made 20 mm longer at the bottom to 
allow for slopping ground. Any additonal length will have to be 
requested. 

• The weather flap faces outside. 

• The pulleys are to be installed on the outside,  

 Function • Blind must pull up & down smoothly  

• Blind must roll up straight 

  

COMPONENTS 

INCLUDED  
Strap Kit 

(standard) 

• 2 Straps 

• 2 L- Shaped Strap Adaptors (screws with End Caps) 

• 2 Breeching Staples 

• 2 Cleat Hook 

Chain Kit 

(only if on 
Work Order) 

• Snap Hook 

• Ring 

• Split Link 

• Chain 

• Ring Bolt 

• Loxin   

600 300 600 300 

✓ Acceptable 

600 300 500 400 

 Not Acceptable 
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3. Options 
 

 Standard Available Options 

Weave orientation Standard No other options 

Lift Control Cord No other options 

Cord length WIDTH CORDS CORD LENGTH(S) 

As requested 
< 4.5m 1 (6 x Drop) + Width 

≥ 4.5m 2 
(6 x Drop) + Width 

(3 x Drop) + (½ x Width) 

Cord Colour 
White Cord for light fabrics;  

Brown Cord for dark fabrics 
No other options 

Tie-Down System Strap Kit Chain Kit 

Extra Componentry None None 

  

NOTE—Options should only be used if they are noted on the Work Order. Otherwise STANDARD fittings must be used.  

OTHER NOTE: Colour may vary from dye lots to dye lot. 

 
•  

4. Standard Measurement Terminology 
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NOTES ~ 

• Face or Recessed fit must be give. 

• If not stated, the default view WILL be looking at the house from outside in. This is critical 

when drawing Slopers. 

• No measurement deductions will be taken by Contract Blinds.  

TIPS: 

– Always use a reliable metal tape measure  

– Take at least three measurements across the window or door & use the smallest one 

– Before completing the Order, make sure there are no obstructions that could interfere with 
fitting the Blind 

 
 

5. Packaging & Labelling 

• Each Blind will be individually packed in a polythene bag. 

• Small components are sealed in a separate plastic bag. A Fitting Instructions leaflet is to be 

suppled for every order. 
 

The following additional packaging applies to delivery by external Courier only: 

• A maximum of 2 Blind packs are packaged together in a triangular cardboard box—cut to 

accommodate the Blind width. 

• Blind packs will be taped together—not too tightly—to minimise movement during transport. 

• Packages may contain scrap packaging materials, such as bubble wrap and cardboard that is 

used to stop movement of Blinds within the package during transport. 

• Each cardboard package will be labelled with the Customer’s name & the Customer Order 

Number. 

 

customerservice@viewscape.com.au 
www.viewscape.com.au 
7/841 Mountain Hwy, Bayswater VIC 3153 
Ph: (03) 9739 9900 Fax: (03) 9720 7230 

 


