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Product Specification 

 
                                                           MS C 15.3 ZIPTRAK 

 

Product Name ZIPTRAK® 
 
1. Scope 

The specification covers ZIPTRAK® awnings with, 

• Cast Brackets (with back Flashing as an added option)  

• 135mm Pelmet – Roll formed Steel 

• 175mm Pelmet – Roll formed Steel 

• 135mm New Extruded Aluminium Pelmet 

• 165mm New Extruded Aluminium Pelmet 
  
           Important Information: The cloth in a ZIPTRAK® Awnings operates Underoll only. 
 

ZIPTRAK® – Explosion diagram 
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ITEM 
NO. DESCRIPTION  QTY   

ITEM 
NO. DESCRIPTION  QTY 

1 Track 2   11 Fabric Clamp (No Holes Part) 2 

2 SuperSpring, STANDARD 1   12 Pan Head Tapping Screw 4 

3 Guide Funnel 2   13 Top Stop 2 

4 
Al B/ Rail & CentralLock Release 
Mechanism 1   

14 
Flat Countersunk Tapping 
Screws 8 

5(a) Spline Tape 2   15 Left Hand Lock Catch 1 

5(b) PVC Spline 2   16 Right Hand Lock Catch 1 

5(c) Fabric 1   21 Right Hand Cast End Bracket 1 

8 Idler  1   22 Left Hand Cast End Bracket 1 

9 72mm Al tube 1   23 Back Flashing  1 

10 Fabric Clamp (Holes Part) 2   24 30x25mm Bracket Channel  2 

  
2. General Specifications 

BLIND DIMENSIONS Width Drop 

 Minimum Maximum Minimum Maximum 

 Cast End Bracket 

625mm 

Refer to the Tubes and 

Pelmet size chart for 

95% Mesh and 

PVC/99% Mesh  

600mm 

Refer to the Tubes and 

Pelmet size chart for 

95% Mesh and 

PVC/99% Mesh 

 

Roll formed steel 

135mm Pelmet & 

175mm Pelmet 

 

New Extruded 

aluminium  

135mm & 165mm 

Pelmet 

MOTORISED BLINDS • Only mesh fabric can be motorised. 

• Issues that can arrise with PVC blinds: 

o In cold weather PVC becomes stiff. When rolling off the tube, the 
stiffness of the PVC might prevent it from sliding smoothly into the 
Ziptrak® track on each side.  

o The bottom limit adjustment of a motorised Ziptrak® blind with PVC 
screen might change, the height of a PVC screen will shrink in cold 
weather and expand in hot weather.  
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NOTES- 

– Minimum Width for motorised blind is 750mm 

– Clear PVC fabrics may have vertical joins dependent on blind width 

– Where blinds ate ordered outside the range of the charts as per below, customers must be 
referred to the Production Department. Blinds ordered that are outside this range should not 
be made without authorisation. 

– OBM = Outside Box Measurement 

– Blind reference orientation. All blinds when refered to ‘Left’ and ‘Right’ will be as when the 
person is positioned and looking at curved section of Bracket. 

 

SuperSprings and keyway tubes for Ziptrak Blinds with Sunscreen mesh (including 99%) – bottom 
bar as per chart. 
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SuperSprings and keyway tubes for Ziptrak Blinds with Sunscreen Mesh (including 99%) – XHDBB to 
match jobs 
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Roll formed Steel Pelmet size for PVC & 99% Mesh Blinds 
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Roll formed Steel Pelmet size for 95% Mesh Blind 
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Extruded Aluminium Pelmet Pelmet size for 95% & 99% Mesh Blind 

 
Extruded Aluminium Pelmet Pelmet size for Clear PVC 
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Tube size for motorised blinds: 
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CLOTH 
Types 

• 95% 2x2 Mesh. Can railroad. – vertical “C” and “D” joins only if 
drop + 150mm is > than fabric width. 

• 99% 2x2  Mesh (Privacy). Can railroad. – vertical “C” and “D” 
joins only if drop + 150mm is > than fabric width. 

• DS PVC 0.75mm clear and tinted– vertical “C” and “D” joins only 

 Stripe & 
Textured 

• As per Work Order 

• Cannot be railroaded, Vertical joins only. 

 Colour • As per Work Order  

 
Cut Width 

From Smallest 
Width 

Spring MOTORISED 

Less 90mm Less 90mm 
 

 Cut Drop • Drop + 150mm 

 
Bottom 

Valance 
• Fabric Valance to be specified.as an Option. 

 Panel size • Minimum width = 300mm 

 
Spline and 

Tape 

• Top and bottom are welded with a 10mm thick HF welder, end to 
end with PVC spline (Clear, Grey, Black, Cream, Paperbark, 
White & Woodland Grey). 

• Sides are welded with a 25mm thick HF welder. The spline tape 
length is the drop less 90mm at the top. (White, Cream, Black, 
Paperbark & Grey)  

 Blind Drop 
As per Work Order (measured from the top 
of the end bracket to bottom of bottom rail. 

Tolerance = ± 3 mm 

 

 Projection 
• Cast & 135mm = 135mm  

• 175mm  = 160mm  

 

Colour 

• Night Sky (Black), Classic Cream, Paperbark, White and 
Woodland Grey 

Or 

• Powder Coated to colour specified 

• Note: Powder coating charges to apply if applicable. 

   
 

  Tolerance 

Actual Cut 
Length • For Pelmet and Back Flashing OBM – 8mm 

- 2 mm 

 

 

 

Assembly 

• Pair of Bracket sets must be predrilled when 
supplied with hoods or Back Flashing. They 
come unassembled. 

• For Motorised Bracket Sets, the Pivot Pin 
and Plate and the motor attachment bracket 
are preassembled. 
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BOTTOM BAR Type • Standard aluminium Bottom Bar: 

➢ Mesh - up to 4000mm 

➢ Clear PVC – up to 3500mm 

• HD aluminium Bottom Bar: 

➢ Mesh – from 4001mm to 5000mm 

➢ Clear PVC – from 3501mm to 5500mm 

• XHD aluminium Bottom Bar: 

➢ Mesh – from 5001mm to 6000mm 

➢ Clear PVC – Not applicable 

 Colour • As per Work Order – Night Sky (Black), Classic Cream, 
Paperbark, White and Woodland Grey 

Or  

• Powder coated to colour as specified 

Note: Powder coating charges to apply if applicable. 

   Tolerance 

 

Actual Length 

From 
Mimimum 
Width 

Spring 
operation 

Motorised 

Std & HD Less 99mm Less 99mm 

XHD Less 124mm Less 124mm 
 

± 3 mm 

 Weight Bar 
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 STD and HD 

Bottom Bar 

Guides (End 

caps) 

• 1 pair (left and right) of bottom bar guide to be fitted and 
screwed on each end. 

• For motorised blinds, there is no locking mechanism for the 
Bottom Bar and the Bottom Bar Guides does not have 
locking tabs. 

 XHD Bottom 

bar 

• Use bottom bar guide kit for XHD bottom bar 

• For motorisation, insert the gap cover to each bottom bar 
guide before fixing with supplied screws. 

 

BOTTOM RAIL 

BUMPER 
 • Bottom Rail Bumper will be cut to the length as per the 

bottom bar. Supplied attached to bottom bar. 

• Colour is Black only. 

WEATHER 

STRIP 
 • Small – 15mm 

• Large – 30mm  

 

 

 

 



PRODUCT: ZIPTRAK® DEPARTMENT: Outdoor 

MS No.: MS C 15.4 ISSUE DATE: May 2021 
Issue 

No: 
4 

 

 

 

AUTHORISED 
BY: 

Ben Hunt (Marketing Manager) REVIEWER: Krishna Ratnakaram Page: 13 of 24 

Krishna (Prod. Manager) Review Date: Oct-20   
 

 

PLASTIC INSERT Profile 

 

  • To be used only on the Extruded Aluminium Square Pelmets 
135mm & 165mm 

• To be inserted on the inside of the front cover at the centre 
of the width. 
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BRUSH INSERT Profile 

 

  • To be used only on the Extruded Aluminium Square Pelmets 
135mm & 165mm 

• Length = Pelmet Length – 40mm 

• To be inserted in to the square flute of both Front & Back 
Pelmets sections. 
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TOP 

ROLLER 
Type 

• Aluminium tube  

 Diameter • 72mm, 86mm & 93mm  

 

 

  Tolerance 

Actual Cut Length Width of Top 
measurement 

Spring MOTORISED 

Less 100mm Less 100mm 
 

- 3 mm 

 Spring Assembly • Spring size as per above Mesh and PVC charts 

• The Short, Medium and Standard SuperSprings have a 
green coloured lock. The Helper SuperSpring has a yellow 
lock, and the Heavy Duty SuperSpring has a grey coloured 
lock. 

• For 72mm tube – the spring is fixed with 2 x 4mm counter 
sunk aluminium rivets. 

• For 86mm and 93mm tubes – Use 86mm/93mm Adapter kit 
for 86mm or 93mm tube. The spring is fixed with 3 x 
#8x25mm counter sunk undercut stainless steel screws. 

 Motorised tube 
ends 

 

 

 

 

 

 

• 72mm tube: 72mm Crown, Idler, pivot pin and plate for 
motorized blinds kit and fit the crown over the motor. Idler is 
fixed with 2 countersunk screws  

• 86mm and 93mm tubes: Use 86mm/93mm Adapter kit for 
86mm or 93mm tube. 86mm Idler is fixed with 3 countersunk 
screws  

• The motor end is fitted with the tube adaptor, and the drive 
wheel is fixed to the tube with a countersunk screw through 
the Top roller. 

• Note: Motor to be assembled on the control side Hood end. 
Spring is always on the left side. If required Helper Spring 
is on the right side. 

TRACK & 

CHANNEL 

 

Type 

• Track – a pair of powder coated track  

• Channel – a pair of powder coated channel (Face or 
Recessed fit) 

 Projection • The Track and Channel allows adjustment of 10mm 
maximum for each side. 

• Min projection = 38mm  Max projection = 48mm 

 Width • Width of Channel (wider of the two) = 25mm 

 Colour • As per Work Order – Black, Cream, Paperbark, White and 
Woodland Grey 

Or  

• Powder coated to colour as specified 

• Note: Powder coating charges to apply if applicable. 

 Length Supplied • Available in 2.5 and 3.0 metres for Track and Recess Fit 
Channel 

• Lengths >3.0m and <5.5m will incur powder coating charges. 

• Face Fit Channel – Available only in 5.5 metres  

 Assembly • The top of the track is filed with a ‘V’ notch and flattened to 
prevent abrasion to the spline tape 
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• The Guide Funnel is attached and secured with a 4mm pop 
rivet from the back of Track 

• Tracks and Channels are supplied in full lengths and are to 
be cut to size on site. 
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 Spline Tape • The Spline is attached to the sides of the fabric skin. It slides 
into the tracks, thereby keeping the blind in a vertical plane. 

• The Spline Tape is 36mm wide. It has a 2 piece fabric tail, 
and the blind fabric is inserted 25mm in and all 3 pieces are 
welded together with a 25mm thick HF welder. 

• Spline Tape should begin from the bottom of the fabric and 
finish 90mm from Drop of the blind. 

• Spline tape colours:s per order:  White, Cream, Black, 
Paperbark, Woodland Grey & Light Grey. 

 PVC Spline • The Spline is attached to the top and bottom of the fabric 
skin. Its purpose is to attach the top aluminium tube and the 
bottom bar. 

• The PVC spline is 22mm wide. Fabric is placed 9mm in from 
the tail end, and welded with a 10mm thick HF welder. 

• The PVC Splines run along the whole width of the fabric. 

• Spline tape colours:s per order Clear, Grey, Black, Cream, 
Paperbark, White & Woodland Grey 

 

 

 

 

 

 

 

 

 

 

 

  

REMOVABLE 

POST - 
Options • Reveal and Face Fixed 

• 2 sizes for Top Part of post  

– Cast Bracket and 135mm Pelmet 

– 173mm Pelmet 

 Assembly & Parts 

supplied 

• Top Part of Post has plastic insert pop riverted on 

• Bottom post is supplied at 3.0m length only with bottom 
plastic cap and post latch attached.  

• Stainless steel ground plate (with hole for latch) 
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COMPONENTS 

INCLUDED  
Tube with 

spring 

assembly 

• Correct aluminium size. 

• Correct spring (green pawl) riveted on the left side 

• Idler riveted to the right side. Helper Spring (yellow pawl) is 
on the right side if required and specified.  

• Channel and Track with suitable lengths for Top Part of 
Post. The top of the track is filed with a ‘V’ notch and 
flattened to prevent abrasion to the spline tape. Funnel 
Guide is attached to this end – to meet fabric roll.. 

• 4 additional Funnel Guides & pop rivets for where the 
top and bottom post meets. 

 Colour • As per Work Order – Black, Cream, Paperbark, White and 
Woodland Grey 

Or  

• Powder coated to colour as specified 

• Note: Powder coating charges to apply if applicable. 

FINISHING Fabric 

• There must be no holes or dirty marks  

• Any fabric flaws must be within the acceptable range 
identified in the Flaws folder at the Cutting Tables 

• Railroading is allowed only on mesh fabrics. 

 Squareness • Tolerance of  ± 3 mm 

Welding • All welding must be straight—with no more than ± 1 mm 
deviation over 1 metre of weld 

 

 

 
 

• Spline must be welded on straight 

• There must be no gaps in welding 

• Minimum Panel size = 300mm 

• Panel join overlap = 30mm 
– Only “C” OR “D” Joins are acceptable if a join is 

required: 
. 

 

 

 

 

 

Note: Skins with joins may result in some wrinkling at the 
joins due to the incresed thickness on the top roller 

 2 mm 

ACCEPTABLE NOT ACCEPTABLE 

   
C – Join      D - Join 
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Fabric • Mesh fabric is standard rolled with the aluminium tube.  

• PVC fabric is rolled up seperately. Spline tape and PVC 
spline are welded to fabric. 

Guides and 

Bracket 

Channels 

• A pair of Face or Recess Channels at specified colour 

• A pair of Guide to specified colour. Top of Guide to have 
Guide Funnel attached. 

• If specified, a pair of Track bottom cap with Rivets. 

• When Face Fit with with opposite side Centrelock, a pair of 
‘Christmas tree’ Lock Catch will be required. 

• 4mm colour coded aluminium or stainless steel rivets are 
supplied – more than sufficient to install Guides to Channels 
rivets spaced no more than 500mm apart. 

Aluminum 

Bottom Rail, 

Center-Lock-

Release & 

Accessories 

• Standard or HD Bottom bar fitted with: 

• Centrelock Mechanism 

• 2 aluminium push flat bars 

• Bottom bar end caps with Release Latch 

• If specified, Reverse Handle Centrelock Mechanism  

• Bottom Bar Bumper to the length of Bottom Bar 

• Top Stop with screws 

• A pair of Fabric Clamp Sets with screws 

• A pair of Lock Catch with screws 

 • XHD Bottom bar fitted with: 

➢ Centre lock mechanism 

➢ 2 aluminium push flat bars 

➢ XHD guide with inbuilt fabric clamps  

➢ Screw cover clips 

• Top stops with screws 

• Pair of lock catch with screws 

 

Note: Reverse handle lock mechanism is not compatible with 
XHD bottom bar. 

MOTORISATION Motor  • Somfy Maestrio 50 RTS 15Nm 17rpm 

• Somfy Altus 50 RTS 10/17 

• Somfy Altus 50 RTS 40/17 

• Alpha motor 30Nm 17rpm 

 Mounting 

bracket for 

motor  

• Alpha –  Support bracket with 10mm square pin 

• Somfy zamack bracket 

 Additional 

Components 

• Take up Spool for 72mm, 78mm & 93mm tube 

• 10mm Collar on the motor end. 

 CentralLock  • Not suppplied with motorised awnings 

• Bottom bar to have end caps without release latch 

• Bottom bar has 1 or 2 pieces of 25x5mm flat steel bars 
added to increase the weight 
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1. Options 
 

 Standard Options 

Weave orientation Standard Standard 

Bottom Bar Finish Bumper 
Bottom Valance, Weather strip Small 

15mm or Large 30mm 

Operation Type Spring Motorised 

Guide & Channel A pair of guide and Channel 
Channel can be Recessed or Face 

Fit 

Control Side 

Spring: always on the left – blind 

orientation is when looking at curved 

section of Bracket 

Motorised: specify Left or Right – 

blind orientation is when looking at 

curved section of Bracket 

Extra Componentry None 

Aluminium Angles and Removable 

Post. Powder coated to 5 standard 

colours 

Roll Type • Underoll only 

Fabric type & colour • As per the Work Order 

Binding type & colour • None 

Pelmet colour • As per the Work order 

Bottom Bar colour • As per the Work Order 

NOTE—Options should only be used if they are noted on the Work Order. Otherwise STANDARD fittings must be used. 

 
•  

3. Standard Measurement Terminology 

Measurements are taken as OBM. 

 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

Minimum Width 

D
ro

p
 

 
 
MEASUREMENT TYPES: 

Face Fix     a) NAM = No deductions 
    b) Actual = No deductions 

Recess Fix a) NAM = Pin – 3 mm for width  
     b) Actual = No deductions 

 
 

The distance between the side channels when fitting must not 
vary more than ±2mm along the drop 

Top WIDTH = Bracket to Bracket (Pin) 
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NOTE ~ -  If there is no indication on the Order, it will be assumed that measurements given are OBM. 

** Always fix to brick never to mortar.  

OTHER NOTE: Colour may vary from dye lots to dye lot. 
 
Width deductions for Removable Post: 
 
  

Face Fix Top WIDTH Deduction = 25mm Face Fix Top WIDTH Deduction = 25mm 

Recess Fix Top WIDTH Deduction = 28mm Recess Fix Top WIDTH Deduction = 28mm 

Removable Post 50mm x 50mm 
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Cast Bracket Reveal Fit 
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4. Packaging & Labelling 

• Each set of Pelmets Front and Back Covers are nested with interleave bubble wrap and 

strengthen with cardboard edgings. The same applies for Back Flashing for Cast Bracket. End 

brackets will be packed in. A hook stick (per job) will be packed in. A further layer of bubble wrap 

and plastic tubing will form the outer most layers. 

• The upper tube with be protected by a PE bag. Mesh fabric will be wrapped on the tube, whilst 

PVC skin will come separate. The PVC will have foam, bubble wrap and a PE bag. 

• The bottom bar will be separately wrapped – additional cardboard edging will be used to protect 

the lock mechanism. The Guides and Channel will be will be interleaved with bubble wrap. All 

the above will secured with stretch film to increase strength. 

• Small components are sealed in a separate plastic bag:  

– Brackets with Pop Rivets, Top Stop with screws,  

– Fabric Clamp Sets with screws.  

– A pair of Lock Catch with screws.  

– A Fitting Instructions and ZipTrak user guide leaflet is to be suppled for every order. 
 

The following additional packaging applies to delivery by external Courier only: 

• A maximum of 1 Blind packs are packaged together in a triangular cardboard box—cut to 

accommodate the Blind width. 

• Blind packs will be taped together—not too tightly—to minimise movement during transport. 

• Packages may contain scrap packaging materials, such as bubble wrap and cardboard that is 

used to stop movement of Blinds within the package during transport. 

• Each cardboard package will be labelled with the Customer’s name & the Customer Order 

Number. 

  
  



PRODUCT: ZIPTRAK® DEPARTMENT: Outdoor 

MS No.: MS C 15.4 ISSUE DATE: May 2021 
Issue 

No: 
4 

 

 

 

AUTHORISED 
BY: 

Ben Hunt (Marketing Manager) REVIEWER: Krishna Ratnakaram Page: 24 of 24 

Krishna (Prod. Manager) Review Date: Oct-20   
 

Appendix 
Fasteners used 
 

Description of Fastener Where Used 

Pop Rivets 

- Aluminium 5-4 rivets  (4mm x 10.5mm 
long). 

 

- Painted Aluminium 5-4 rivets  (4mm x 
10.5mm long). colours- Classic Cream, 
Night Sky (black), Pearl White, Woodland 
Grey, Paper Bark 

 

- Stainless steel 5-4 rivets  (4mm x 10.5mm 
long). 

 

• Tube for Spring, Idler and Motor 

• Track Guide 

 

 

• Back Flashing, Pelmets 

• Track onto Channel 

 

• Back Flashing, Pelmets 

• Track onto Channel 

• Channel onto Angles 

Screws 

- Self Taping Screws 

 

 

- Stainless screws 

 

• Top Stops 

• Lock Catch 

 

• Fabric Clamps 

 
  
  

customerservice@viewscape.com.au 
www.viewscape.com.au 
7/841 Mountain Hwy, Bayswater VIC 3153 
Ph: (03) 9739 9900 Fax: (03) 9720 7230 

 


