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Multi-Stop Awning  
 
Product Specification 
DEC 2010DEC 201 
1. Scope 

This specification covers the production of the following Blinds: 

 Multi-Stop Awning – is ideal for residential applications or small commercial jobs. It features 
multiple stopping points allowing superior light and glare control. The Multi-Stop awning has a 
streamlined appearance with no exposed cords, cleats or wires. This awning system is under 
rolled and spring operated, with an easy twist lock bottom rail operation making it a very simple to 
use and quiet to operate. The side channels are non-intrusive, made from aluminium and are 
available in 6 standard colours and can be powder coated (at extra charge) to any other colours 
that suit your exterior. 
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 2. General Specifications 

BLIND DIMENSIONS Minimum (mm) Maximum (mm) 

 
Width 600 4000 

Drop 600 3000 

NOTES— 

– Where blinds are ordered outside this range, customers must be referred to the Production 
Department. Blinds ordered that are outside this range should not be made without authorisation. 

– OBM = Outside Box Measurement 

CLOTH 
Pattern 

 As per Work Order 

 Pattern must be centred across the width of the Blind 

Roll Type  Standard Only 

Colour  As per Work Order  

Cut Cloth 
Width 

 Deduct 55 mm to  PIN/OBM 

 Tolerance: ± 3 mm 

Cut Cloth 

Drop 
 Drop + 300m 

Spline to 

spline 
 Drop + 200mm 

Panel size  Minimum width = 300mm 

Flap  No Flap – the bottom spline is welded 

Finished 

Cloth 

Width 

 PIN – 55mm 
Tolerance 

± 3 mm 

Final Blind 

Drop 
 As per Work Order (measured to bottom of scallop) 

+ 200 mm 

- 100 mm 

 
 

 

 

OUTDOOR 

CASSETTE 

(OPTIONAL) 

Profile 

 2 piece. L shape back & Curved Front 

 Powdercoated Universal End brackets with matching end 
covers. 

  

Length  OBM ± 2 mm 

Maximum 

size  

 Awning Width OBM = 4000mm 

 Awning Drop            = 3000mm 
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Colour 
 White, Classic Cream, Paperbark, Woodland Grey, Monument 

& Night Sky 

 Ends & 

End 

Covers 

 Cassette Ends with internal brackets attached. Must be the 
same colour as the Head Box 

 Must be attached firmly 

  

BOTTOM RAIL Type  Steel – 5 sided 

 
Colour 

 As per Work Order 
or 

 Must match Canvas backing colour as closely as practical 

 

  Actual Rail 

Length 
 PIN – 36mm 

Tolerance 

± 3 mm 

 
End caps 

 1 pair of  5-sided Multi-Stop Black colour plastic End -caps to 
be used 

 End caps must be firmly attached (riveted) to Bottom Rail  

   

SIDE CHANNEL Actual 

Length 

 Without Outdoor Cassette – Cut length = 
Drop – 126mm 

 With Outdoor Cassette – Cut length = Drop 
- 126mm 

Tolerance 

 ± 3 mm 

 Brackets  Without Outdoor Cassette – Multi-Stop powdercoated brackets 
without Cassette tabs must be used. 

 Bracket covers 

 Colour 
 White, Classic Cream, Paperbark, Woodland Grey, Monument & 

Night Sky 

 
 
 

 

 

TOP ROLLER Cutting Must use Roller part of Clamp Guide (as shown above) to get 
proper allowances: 

 set Clamp to OBM 

 Actual 

Roller 

Length 

 OBM – 62mm  
Tolerance 

 ± 3 mm 

 

 Diameter BLIND WIDTH ROLLER DIAMETER 

≤ 3059 mm 50mm 

> 3059 mm 63.5mm 

 Ends  1 Roller End & 1 Idler End to be firmly attached to the Roller 

 An Idler End-cap to be inserted into the Idler End 
 
 
 

 

SPRING 

ASSEMBLY — 
Type BLIND DIMENSIONS SPRING ASSEMBLY TO USE 

Width < 1000mm Small (50mm x 630mm) 
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 Width ≤ 3059mm Standard (50mm x 830mm) 

 Width > 3059mm 63.5mm (63.5mm x 1370mm) 

  

FINISHING— Fabric  There must be no holes or dirty marks  

 Any fabric flaws must be within the acceptable range identified 
in the Flaws folder at the Cutting Tables 

 For patterned fabric—all blinds in the same order must be made 
with the same fabric orientation 

 All Blinds of the same size, in the same Order, must be cut the 
same—that is, so the pattern matches 

 All Blinds in the same Order must be centred on the same part 
of the pattern 

 Squareness  Tolerance of  ± 3 mm 

 

 
Sewing  All stitching must be straight—with no more than ± 1 mm 

deviation over 1 metre of sewing 
 

 

 
 

 Spline must be sewn on straight 

 There must be no gaps or loose stitching 

 All Canvas type fabrics must have a 30mm hem on each side 

 All Screen fabrics to be Ultrasonically cut  to seal the edges 

 All Screen type fabrics will have no hems on the side unless 
there is a join the fabric. 

 Minimum Panel size = 300mm 

 Panel join overlap = 30mm 

 Joins can be anywhere on Blind—as long as: 
– panels in Blinds from the same Order are same width: 

 

 

 

 

    

 2 mm 

 ACCEPTABLE  NOT ACCEPTABLE 

600 300 600 300 

 Acceptable 

600 300 500 400 

 Not Acceptable 
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 FINISHING 

(CONT’D)— 
Welding  All welding must be straight—with no more than ± 1 mm 

deviation over 1 metre of sewing 

 For welded joins, a small amount of puckering is acceptable.  

 Welded hems tobe 30mm on each side. Blinds must have hems. 

 Minimum Panel size = 300mm 

 Panel join overlap = 22mm 

 Joins can be anywhere on Blind—as long as: 
– panels in Blinds from the same Order are same width: 

 

 

 

 

 

 Construct-

ion 

 The Canvas Blind must fit within the Side Channel brackets 

 There must be a Spring Roller attached to the top spline 

 There must be a Bottom Rail attached to the bottom spline 

 The spline is sewn in for canvas material and welded for PVC 
material. 

 Function  Blind must pull up & down smoothly  

 Blind must roll up straight 

 
 

3. Options 

 Standard Available Options 

Weave orientation Standard None 

Cloth Finish 
Straight finish with no flap – Expose 

Bottom Rail None 

Lift Control Manually with hands None 

Head Box None Outdoor Cassette 

Fabric type & colour  As per the Work Order  

Binding type & colour  As per the Work Order 

Head Box colour  As per the Work Order 

Bottom Rail colour  As per the Work Order 

NOTE—Options should only be used if they are noted on the Work Order. Otherwise STANDARD fittings must be used. 

* Railroading will void the warranty of the blind. Please refer to Viewscape Fabric Suitability Chart. 
 
 
 

 
 
 
 
 
 
 
 
 
 
 

600 300 600 300 

 Acceptable 

600 300 500 400 

 Not Acceptable 
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4. Standard Measurement Terminology 
 
This product does not come with a hood, so measurements are taken from outside of channel to 

channel. 

This is normally known as the PIN measure. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

NOTES ~ 

* If there is no indication on the Order, it will be assumed that the measurements given are   

  PIN sizes. 

** Always fix to brick never to mortar.  

OTHER NOTE: Colour may vary from dye lots to dye lot. 

TIPS: 

– Always use a reliable metal tape measure  

– Take at least three measurements across the window or door & use the smallest one 

– Before completing the Order, make sure there are no obstructions that could interfere with 
fitting the Blind 

 
 

4. Packaging & Labelling 

 Each Blind will be individually packed in a polythene bag. A Fitting Instructions leaflet is to be 

suppled for every order. 

 Small components are sealed in a separate plastic bag. 
 

The following additional packaging applies to delivery by external Courier only: 

 A maximum of 2 Blind packs are packaged together in a triangular cardboard box—cut to 

accommodate the Blind width. 

 Blind packs will be taped together—not too tightly—to minimise movement during transport. 

 Packages may contain scrap packaging materials, such as bubble wrap and cardboard that is 

used to stop movement of Blinds within the package during transport. 

 Each cardboard package will be labelled with the Customer’s name & the Customer Order 

Number. 
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Recess Fix Blinds—sit inside the window frame. 

Always fix to brick never to mortar. 

 
 
MEASUREMENT TYPES: 

Recess Fix a) NAM = Pin – 2 mm in width (no hood), - 3 mm with 
hood and 10 mm in drop 

 b) Actual = No deductions 
 

 
 
 

 

BLIND WIDTH = PIN 

customerservice@viewscape.com.au 
www.viewscape.com.au 
7/841 Mountain Hwy, Bayswater VIC 3153 
Ph: (03) 9739 9900 Fax: (03) 9720 7230 

 


