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Bonded Fascia                                           
Product Specification  
 
 
 

 
1. Scope 

This specification covers the production of Bonded Fascia. This product is Ceiling (recess) fit only. 

Note: If you require a Face Fix – Refer to Bonded Pelmet. 

 

 2. General Specifications 

FASCIA DIMENSIONS Minimum (mm) Maximum (mm) 

 

Width (OBM) 300 4500 

Fascia Size  
External Measurements 

Fascia Drop  
 

 Single Face Drop 

 

130 mm  

 Double Face Drop 180 mm  

 Extended Double Face Drop 250mm  

NOTES— 

– Where fascia are ordered outside this range, customers must be referred to the Production Department. 
Fascia ordered that are outside this range should not be made without authorisation. 

– OBM = Outside Box Measurement 
– Fascia Size measurements may vary slightly due to fabric thickness. 

 

FABRIC 

COVERING 
Patterned 

 Joins will be pattern match :  ±1 mm 

 Pattern must be centred across the width of the pelmet 

Joins 

 Joins shall be centre panel – largest available piece in the middle – 
with balanced smaller pieces on the 2 sides. 

 The join shall be a butt join, sewn and fabric opened out. 

Folds  Corner folds shall be neat and with minimal creases. 

Availability 
 Any Blockout fabrics that has been assessed and approved by 

Viewscape. 

Orientation  Fabric can be railroaded on request only. 

Colour  Available at the time by supplier  

Lining 
Fabric 

 Any available painted fabric – colour any light colour that blends 
with the face colour: white, off white or cream 

 Colour of lining to be equal or lighter than the fabric in colour 

 Fabric to be internally centered 

Fixtures  Fabric will be fasten by a combination of double sided tape, glue 
and staples. 
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 2. General Specifications 

 

Colour 

Apperance 

 The fascia is normally recessed in the window, and when 
compared to the blind, the colour and hue of the same fabric can 
look different to that of the blind even though they are cut from the 
same batch.This is due to the light striking the fabric in the window 
and the lower intensity of light striking the fascia. 

  

BONDED FASCIA 

CONSTRUCTION 

 

Dimensions 

 Single Fascia = 6 mm thick x 130 mm Face drop  

 Double Fascia = 6 mm thick x 178 mm Face drop 

 Extended Double Fascia = 6mm thick x 248mm Face Drop 

 Width of MDF = Fascia Width – 2 mm (3 mm for thick fabric) 

 OBM ± 2 mm  

Fabric 
Covering 

 As per above 

 Fasterners 

 Counter sunk screws (6 x 5/8”) – 2 screws per bracket 

 Screw (8 gauge 3/8”) with M6 washer– 2 sets per bracket. 
These screws are the correct size and will ensure that the 
board are secured and the screws will not penetrate through the 
board. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

BRACKETS Type  L - Bracket Mild steel – 50 x 75 x 3mm 

 Colour  Zinc Plated 

 Number of brackets per Fascia 

Pelmet Width No. of Brackets 

0—1000mm 2 

1001—2000mm 3 

2001—3000mm 4 

3001—4000mm 5 

4001—4480mm 6 
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3. Options 

 Standard Available Options 

Fabric orientation Standard Railroaded 

Extra Componentry None  

Fabric type & colour Any of our approved roller blind fabrics currently available. 

Lining type & colour Any available painted fabric - colour white, off white or cream 

NOTE—Options should only be used if they are noted on the Work Order. Otherwise STANDARD fittings must be used. 
 

 
 

 
4. Standard Measurement Terminology 

 

This product is a fascia, so measurements are OBM’s : Outside Box Measure  

However there are times when the customer may give the Recess size, with no allowance made 

(NAM),  

 

These are the rules we will follow: 

 Recess Size  = Fascia width  - 3 mm 

NOTES ~ 

* If there is no indication on the Order, it will be assumed that the measurements given are   

  OBM sizes. 

OTHER NOTE: Colour may vary from dye lots to dye lot. 

TIPS: 

– Always use a reliable metal tape measure  

– Take at least two measurements across the window or door & use the smallest one 

– Before completing the Order, make sure there are no obstructions that could interfere with 
fitting the Blind or Fascia 

 

4. Packaging & Labelling 

 Each Fascia will be individually packed in a plastic sleeve.  

 A Fitting Instructions leaflet is to be suppled for every order. 

 Small components are sealed in a separate plastic bag. 
 

The following additional packaging applies to delivery by external Courier only: 

 The above wrapped fascia is wrapped in a cardboard box. The fascia is wedged in to prevent movement 

within the cardboard box - may contain scrap packaging materials, such as bubble wrap and cardboard 

that is used to stop movement 

 Each cardboard package will be labelled with the Customer’s name & the Customer Order Number.  

 
 
 
 
 


