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. Product Specification
MS H 3.19 Motorised Roller Blind
Orig. Issue Date: 22-Apr-05 Reviewer: Mark Khong

\Common\contract\AA - Products\Roller Blinds\Product Specification - MS H 3.19

Location

Computer
File: Motorised Roller Blind
Hard =  Production Office (Master Copy)
Copies: |« Rollers Work Area File

Document Revisions—

Date Description of change Originated by—
22-Apr-05 Create Specification Rex McGrath
24 Aug 09 Updated Mark Khong
21-Sep-11 Altered min width to 670mm Rex McGrath
21-Sep-11 Altered tube size referrences to 44 and 49mm Rex McGrath
21-Sep-11 Updated Contract Blinds Motors to 6/28 Rex McGrath
21-Sep-11 Changes “Contract Blinds” to “Viewscape motor” Rex McGrath
21-Sep-11 Altered Blind drop to + 50mm Rex McGrath
21-Sep-11 Changed Altus to Sonesse Rex McGrath
6-Sep-12 Changed all references of Mercure to Sonesse Rex McGrath

6-sep-12 Added minimum width for Sonesse 40 3/30 (WT) Rex McGrath
6-Mar-2017 Sunboss Introduction Krishna
5-May-2017 Altered deductions Krishna
8-July-2017 Added Alpha Wirefree motors Krishna
2-Nov-2017 Added Somfy motor with 63mm Sunboss system Krishna
08-Mar-2018 Updated Minimum width for Somfy WT motors Krishna
15-Aug-2018 Removed Alpha motors. Removed 44mm tube. Added Wire Krishna

free Somfy Sonesse 30
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Nov 18 Added maximum width for Sonesse 30 2/20 when Multi-linked Krishna
Dec 18 Numerous modifications around Altus 28 addition Rex McGrath
Aug 19 Added Remote Controls Rex McGrath
Aug 19 Total redesign of Blind Dimensions & layout Rex McGrath
Aug 19 Added tube sizes to all variations Rex McGrath
Aug 19 Added new motor Sonesse 40 3/30 WT Rex McGrath
Nov 19 Replaced Roll Up 28 RTS with Altus 28 W/External battery Krishna
Sep 21 Added Tube DC motor M Khong

Approval—
Stakeholder Position Signature Date
Alex Lee Production Manager
Andrew Rundle Marketing Manager
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PRODUCT SPECIFICATION H
Product Name Motorised Roller Blinds
1. Scope

This specification covers the motorisation of Sidewinder Roller Blinds with the following finishes and
design grouping:

1 Plain B/R | 31 | Aluminium Bottom Rail - Oval
3 | Square Cut-Out F | 37 | Timberstyle Bottom Slat

5 | Round Cut-Out F | 38 | Fabric Covered Bottom Rail
14 | Standard Scallop F | 40 | Silentflat Rail

15 | Wavy Scallop

16 | Georgian
17 | Double Bay

F | 22 | Double Lathe
Note: Groupings: P = Plain, F = Fancy and B/R = Bottom Rail

M| M| M| M| | T | O

For further information on the above finished, please refer to the Product Specification of the Sidewinder
Roller Blind.

Motorisation can be complex and confusing. The aim of this document is to simplify motorisation for roller
blinds by standardising the most common motors and roller tubes used. This will apply to most
applications.

For large blinds that are outside the allowable sizes as per given in this document please refer to the
Production Manager.

All motors except the Tube DC offered by Viewscape are IP 44 rated — Protected against solid particles
greater than 1mm and protected against water splashes from all directions.

The Tube DC motor is IP 31 rated — Protected against solid particles greater than 2.5mm and protected
against dripping water (vertically falling drops).
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2. General Specifications
BLIND DIMENSIONS
Somfy & Viewscape Motors
ROLLER BLINDS SHEER
ROLLERS
MAXIMUM
MINIMUM MAXIMUM
. BLIND(s) Up to Up to Up to Over .
Motor Selection BLIND BLIND All sizes
WIDTH WIDTH DROP 2200 2700 3300 3300
ALTUS 40 RTS 3/30 WITH
3300
%3&% IN-LINE CONNECTOR 580mm mm | 4200mm 50mm | 50mm
SONESSE 40 3/30 RTS
@) Qg WITH INLINE 600mm | 3300mm | 4200mm 50mm | 50mm °
a0 s CONNECTOR
SONESSE 40 6/20 RTS
6000mm
@ % WITH INLINE 600mm 4200mm 50mm | 50mm | 63mm
w0376 RS CONNECTOR
SONESSE 30 WIREFREE 50mm
esse s0Wieies | RTS 2/20 LI-ION 3300mm
i " c80mm 3000mm* ok
Charger Not included * 38HD ok
RIS Central (Min 1 required per job)
Altus 28 Wirefree Li-ion
Altus 28
RTS 2700mm
*
Gl Charger Not included 660mm 3000mm 38HD ¢
e (Min 1 required per job)
SOMFY Altus 28 RTS
e With External Battery.
Charger Not included 430mm 3000mm 38HD o ¥
— 2700mm
e (Incl. External Li-ion
Rechargeable battery wand)
Tube — N025 INBAT 02-
28-Rn LI-ION (Charger 630mm | 2700MM | 3600mm | 38STD | 38D | N/A | N/A | N/A
not included)
(Min 1 per job)
@) % LS 40 3/30 WT with 560mm | 3330mm | 4200mm 50mm | 50mm
Inline Connector
LS40 3/30 WT
@ \% S(.)NESS.E 40 3/30 WT 560mm 3330mm | 4200mm 50mm | 50mm
Sonesse with Inline Connector
40 3/30 WT
&) \% SONESSE 40 6/20 WT 580mm | 6000mm | 4200mm 50mm | 50mm | 63mm
St with Inline Connector
40 6/20 WT
Viewscape Motor with
240v Remote Control .
Inline C t
o R, fLin® ~ONREC 670mm | >290™M | 4500mm 38HD | 50mm | 63mm
: 1 Channel Remote
6/28 (6nm 28rpm)
Included

*Tip~ The larger the blind and the longer the drop, increases runtime which reduces battery life
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** Maximum drop for Sonnesee 30 on 50mm tube
Width mm 2701 3000 3300
Drop mm 2400 2000 1700
/ v ( fs
4 |
Pasty
38mm STD 38mm HD Tube 50mm Tube 63mm Tube
BLIND
L
WIDTH 38 STD/HDmm 50mm Roller O
Somfy Roller g
Wirefree OPERATION w
Motors 5'
CLOTH TUBE CLOTH TUBE WIDTH =
WIDTH WIDTH WIDTH
Altus 28 Wiree Altus Pin-29mm | Pin-29mm
Internal
& Wféi‘; ;?‘I)tlus Pin-25mm | Pin-25mm N/A
External
‘Battery Wiree Altus IND | o o500m | Pin -25mm
Wfree Sonesse Pin-30mm | Pin-30mm | Pin-30mm Pin -30mm
Sonesse 30 | Wfree Sonesse Pin-26mm | Pin-26mm | Pin-26mm Pin -26mm +2mm
Control
Wfreelﬁgnesse Pin-26mm | Pin-26mm | Pin-26mm Pin -26mm
Wfree Tube Pin-29mm | Pin -29mm N/A N/A
Viewscape Wfree Tube Pin—24mm | Pin—-24mm | Pin-18mm Pin —19mm
DC motor Control
Wfree Tube IND Pin —25mm Pin —25mm Pin —22mm Pin —23mm
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BLIND WIDTH
Somfy RTS 3
WT Motors 50mm Roller 63mm Roller Z
Viewscape §
Motors OPERATION E
o
CLOTH TUBE CLOTH TUBE =
WIDTH WIDTH WIDTH WIDTH
RTS Motor Pin-35mm | Pin-35mm | Pin-36mm Pin -36mm
Sonesse 40
& Altus 40 RTS Control Pin-31mm | Pin-31mm | Pin-32mm | Pin-32mm
RTS RTS Motor IND Pin -32mm | Pin-32mm Pin -36mm Pin -36mm
Sonesse 40 WT Motor Pin -35mm Pin -35mm Pin -36mm Pin -36mm
&LS 40 WT Motor Control | Pin-31mm | Pin-31mm | Pin-32mm | Pin-32mm
Mercure WT WT Motor IND Pin -32mm Pin -32mm Pin -36mm Pin -36mm
Idler Blind Pin-22mm | Pin-23mm | Pin-26mm | Pin-26mm * 2mm
VS Motor Pin -39mm Pin -39mm Pin -40mm Pin -40mm
Viewscape
VS Motor Control Pin -35mm Pin -35mm Pin -36mm Pin -36mm
VS Motor IND Pin-36mm | Pin-36mm | Pin-40mm | Pin-40mm
All Blind Centre Blind Pin-18mm | Pin-19mm | Pin-22mm | Pin—22mm
Types
Idler Blind Pin-22mm | Pin-23mm | Pin-26mm | Pin-26mm
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OPERATION
Single blind Motor Single motorised blind
Motor Control Multi-linked control blind
Multi-links Centre Multi-linked centre blind
Idler Multi-linked idler blind
IND Independent linked blind
NOTES—
Tube diameter —tubes must be standardised across multi-linked blinds
BLIND c
utting
*e i + * + 50mm
DRroP Length (Blind drop) + allowance
LIMITS & Limits Inline Power Supply 3 Pin Plug | Connexoon
CONNECTIVITY Connector
Somfy Sonesse 40 &
Remote Yes 240v Yes Yes
Altus 40 RTS setting
Somfy Wirefree External Li-ion Rechargeable N/A Yes
Remote
Battery wand 12v DC
Altus 28 w/external setting No
battery
Charger (V2) required
Somfy Wirefree Li-ion batteries inside motor
R t
Altus 28 & emote No 12v DC NiA ves
setting
Sonesse 30 Charger required
Somfy WT
Hex Key Yes 240v No No
LS40 & Sonesse WT Screw
Viewscape
Hex Key Yes 240v Yes No
Viewscape Tube Li-ion batteries inside motor
Rempte No N/A No
Motor setting 12v DC Charger required
The 38mm & 50mm SYSTEM uses Sunboss 40mm & the 63mm SYSTEM uses
Brackets
Sunboss 55mm
NOTES—

**For multiple Blinds—Drop must be exactly matched (including location of fabric joins)
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Viewscape Remotes/Charger
Standard Available Options

Viewscape Remote

Single Channel (supplied with
motor)

5,9 and 15 Channel

Wall Switch (RF)

Single Switch

Double Switch

No of motors per channel

10

Viewscape DC motor
Remote & Charger

Single Channel (not supplied)

Altus 28 WF Internal Battery
Charger (not supplied)

5 and 15 Channel

5. Somfy Remotes

Description Channels Colours
Situo 1, 2 and 5 channels Pure, Silver, Gold and Rose Gold
Telis Chronis 6 channels Pure and Silver
Telis 16 16 channels Pure and Silver
Smoove Origin (incl.frame) 1 channel Pure
Smoove (add frame) 1 channel Pure, Silver and Black

Smoove Frames

Pure, Silver, Black, Light
Bamboo, Amber Bamboo, Cherry

and Walnut
No of motors per channel 12
No of channels per motor Infinite
Multi-Link: Maximum blind size combined
MOTOR WIDTH DROP MAXIMUM m?
Somfy — Altus 28 with External
battery 2730mm 3000mm 6.0m?
1.5Nm/20
Somfy — Altus 28 1.5Nm/20 2730mm 3000mm 6.0m 2
Somfy — Sonesse 30 2Nm/20 3330 2400 8 0m?
Viewscape DC motor 2Nm/28 mm mm il
Somfy — Altus 40 3/30,
Sonnesse 40 3/30 & LS 40 3330mm 3000mm 12.0m?
Mercure 3/30
Somfy — Sonesse 40 6/20 6000mm 3000mm >12.0m?
Viewscape 5000mm 3000mm >12.0m?2
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Note:Fabric weight assumed at a maximum of 500gsm. Where lighter fabrics are used these sizes can be
exceeded, it is recommended to standardise motor speeds/tubes in same locations.

5. Standard Measurement Terminology

Face Fix

Face Fitting Blinds—sit over the window frame.
a) NAM = No deductions
b) Actual = No deductions

Recess Fitting Blinds—sit inside the window frame.
Recess Fix a) NAM = Recess Width — 3mm
b) Actual = No deductions

NOTES ON ORDER:

Finished Size / ACT / Actual*....... Measurements = Finished Blind size
No Allowances Made (NAM)......... Deductions have not been made

(0] 01 1o 1 - Any non-standard options must be
included on the Order

Reveal or Recess Drop

MLa}“reme“t TyPe— Reveal or Recess Width
PIN ... Blind width measured from Outside of Bracket to Outside of Bracket
Face Width
Butt Blind Deductions Single brackets:
DEDUCTION
MOTOR o III\lIIJI?EER BRACKET | TOLERANCE
RECESS FACE
All Somfy Wirefree & 38mm | PIN—75mm | PIN—80mm
Viewscape DC motor 40mm
Somfy RTS & Viewscape 50mm PIN — 80mm +2mm
Viewscape 63mm PIN — 90mm PIN — 100mm 55mm
Note: The blind drop is assumed at 2700mm with 500gsm fabric.
Butt Blind Deductions Combo brackets:
DEDUCTION
MOTOR ol IR,I’E’EER BRACKET | TOLERANCE
RECESS FACE
All Somfy Wirefree & 38mm PIN — 95mm
Viewscape DC motor Combo
+2mm
50mm PIN — 105mm
Somfy RTS & Viewscape
63mm PIN — 130mm Mega

Face Drop
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Note: The blind drop is assumed at 2700mm with 500gsm fabric.

Bay Window Deductions (Multi Link only):

RECESS & FACE (Front of Arc)

TOLERANCE
BLIND Control Centre Idler
All Somfy Wirefree & PIN—31mm | PIN—42mm | PIN—24mm
Viewscape DC motor
+2mm
Somfy (Altus, Sonnesse & LS 40) | PIN-36mm
PIN — 42mm PIN — 24mm
Viewscape PIN — 38mm
NOTES ~

* If there is no indication on the Order, it will be assumed that the measurements given are
Finished Sizes.

OTHER NOTE: Colour may vary from dye lots to dye lot.
TIPS:

— Always measure the width at the fixing height.

— Before completing the Order, make sure there are no obstructions that could interfere with
fitting the Blind

6. Packaging & Labelling

e Each blind will be individually packed in a polythene bag. A Fitting Instructions leaflet is to be
suppled for every order.

e Components must be sealed in a separate section of the polythene bag. A set of programming
instruction is to be suppled for every order.
The following additional packaging applies to delivery by external Courier only:

e A maximum of 2 Blind packs are packaged together in a triangular cardboard box—cut to
accommodate the Blind width.

e Blind packs will be taped together—not too tightly—to minimise movement during transport.

o Packages may contain scrap packaging materials, such as bubble wrap and cardboard that is used
to stop movement of Blinds within the package during transport.

Each cardboard package will be labelled with the Customer’'s name & the Customer Order Number.




