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1.  

 
1. Scope 

This specification covers the product specification for the motorisation of Roman Blinds. 

 

 

2. General Specifications 

BLIND DIMENSIONS 
Minimum (mm) 

Maximum 

(mm) 

  Somfy Motor Viewscape Motor  

 

Width 600 650 3500 

Drop 900 900 3000 

NOTES— 

– Where blinds are ordered outside this range, customers must be referred to the Customer Service 
Department. Blinds ordered that are outside this range should not be made without authorisation of the 
Production Manager. 

– Allowable Width & Drop dimensions will also depend upon fabric type. Please refer to Viewscape Fabric 
Grouping and Suitability Chart  

 Tolerance 

 

Blind Width 
As per Work 

Order 
± 2 mm 

Blind Drop 
As per Work 

Order 
± 2 mm 

  

CONTROLS Position  Motor must be on the correct side 
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20 mm 

Motor end 

Bell weight 

Ring 

Lift Cord wrap around 
aluminium tube  



2. General Specifications 

LIFT CORD 

 

Colour  White 

Diameter  1.4mm 

  

Length and position 

Length of drop + 200 mm 

Off set of 2.5 mm hole position to centre of cord 
ring position = 10 mm per 1.0 metre drop 

The 2.5 mm holes that are drilled into the 
aluminium tube are positioned to create symmetry 
in order to balance the side way pull of the cords. 

 
 

 

MOTORS AND AL 

TUBE 
Motors 

 Viewscape motor (remote control) or Uniline 
motor (hardwire) 

 Somfy motor – Altus 40 or Mercure 40 

 Al Tube 

 44 mm motorisation tube for all blinds up to 
3500 mm wide. Aluminium tube to be powder 
coated white. 

 

 Brackets & Idle end 

 White Acmeda Brackets – Standard length 

 
 Idle end – 43 mm White Sidewinder Pin end 

from GW 

 

BATTENS— Standard, Back Batten and Front 

Batten Blinds 

BLIND DROP 
(mm) 

No. OF FIBREGLASS / ALUMINIUM 
BATTENS 

 650—875 2 

 880—1275 4 

 1280—1675 6 

 1680—2075 8 

 2080—2475 10 

 2480—2875 12 

 2880—3500 14 

 Cutting  Fibreglass Battens: Cut Battens must be 10 – 
20mm shorter than Blind width 

 Aluminium Battens: Cut Battens must be 0 – 
2mm longer than Blind width  

 Plastic Rods must not be longer than the 
Battens 

 Matching  Batten matching is required for blinds of the 
same drop—maximum variation between 
adjacent battens is 2mm 

 Batten matching on abutting Blinds must be 
checked against one key Blind 

 Batten matching on blinds with dissimilar 
drops are only at the request by the customer. 
The bottom panel will be cropped to give the 
required drop. This will affect the apperance of 
the blind in the ‘down’ and ‘fold up’ position. 
Viewscape will not be responsible for the 
appreance or the way the bottom panel is 
folded up 

 **Batten matching is not guaranteed on 
Railroad fabric 

  



2. General Specifications 

 Appearance  Battens must be the correct colour 

 Must not have obvious flaws, scratches, 
bowing or dents 

 Must be finished with correct coloured end-
caps 

BOTTOM RAIL  Cutting  Saw must be set to length = PIN + 27mm 

 Cut Bottom Rail must be 0 – 2mm longer than 
Blind width 

   

CUTTING— Headboard & Lathe  Cut Lathe must be 0 – 10mm shorter than 
Blind width 

 Cut Headboard must be 0 – 8mm shorter 
than Blind width 

  

FINISHING— Fabric  There must be no holes or dirty marks 

 Any fabric flaws must be within the acceptable 
range identified in the Flaws folder at the 
Cutting Tables 

 For patterned fabric—all blinds in the same 
order must be made with the same fabric 
orientation 

 For vertical stripe fabric—striped pattern must 
be centred on Blind 

 Crease is done on the Raytec , to increase 
accuracy, especially in batten matching.  

 All screen fabric types to be crush cut to 
ensure sealed edges.  

 Squareness  Tolerance of  ± 3 mm 

 

Rings / Romatech-clips  The rings/ clips are placed 150mm in from the 
edges and equally spaced in between – no 
more than 600mm apart.   

 All rings / clips must be firmly attached 

 There must be no missing rings / clips 

 Rings / clips must line up along the length of 
the Blind 

 Glue  There must be no excess glue on blind 

 Headboard  The size (standout & width) must be correct. 
The normal stand out headboard is 70 mm. 

 Care Code (9) Instructions must be stapled 
onto the inside of the Headboard 

 The ends of the Headboard must be covered 
with the same fabric that is used for the Blind. 

 Must be stapled at no more than 200 mm 
intervals 

 Must have a staple at each end 

 Common Headboard: No Common Headboard 
for motorised blinds.  



2. General Specifications 

 Construction  There must be a fibreglass / aluminium Batten 
in every fold / pocket 

 There must be a wooden Lathe in the bottom 
pocket or Aluminium Bottom Rail as per 
specified. 

 Bell weights must be attached to the Lift Cords 
and the cords are double knotted into the 
aluminium tube 

 Lift Cords are standard  rolled to al tube to 
ensure that the cords are closer  to the blind. 

FINISHING 
(CONT’D) 

 

Function  Blind must open & close smoothly  

 Blind must fold up straight (stacking squarely) 
when all cords are pulled evenly 

 The top and bottom limits are pre-set in the 
blinds  

 Sewing  All stitching must be straight—with no more 
than ± 1 mm deviation over 1 metre of sewing 

 

 

 

 

 Panel heights must be even—with no more 
than ± 2 mm difference between heights on 
either side of the blind 

 

ACCEPTABLE  if 

the difference    

       between A & B 
≤ 2mm. 

 

 

 

 Panels should be of equal length (± 2 mm) 

 

ACCEPTABLE  if 

the difference  

       between X & Y 
≤ 2mm. 

 

 

 

 There must be no gaps or loose stitching 

 All blind styles tohave flat finish, without side 
hems 

 
 

 

COMPONENTS 

INCLUDED  
Brackets  No. of Brackets = (No. of Pulleys or Drum 

Holders) – 1 

 Minimum of 2 Brackets will be included 

 Long brackets used for 70 mm headboard 

 Bracket Screws  3 screws for each Bracket 

 Gloves  1 pair of disposable gloves per Order  

 2 mm 

ACCEPTABLE  NOT ACCEPTABLE 

B A 

Y 

X 



2. General Specifications 

 Motor Instruction  A motor instruction is supplied with every job. 

 Fitting Instructions  A fitting instruction is supplies with every Job. 

 
3. Options 

 Standard Available Options 

Weave orientation Standard Railroading voids warranty 

Lift Control Cord wound around al tube None 

Motor Viewscape – remote control Uniline, Somfy 

Remote control Single Channel 5 Channel 

Cord length Drop + 200 mm As requested 

Chain type None None 

Chain length 

(PLASTIC or Metal) 
None   None 

Control side Must specify Right or Left 

Headboard Standout 90mm Minimum is 48 mm 

Common Headboard None None 

Batten position Back of Blind None 

Fabric  As per the Work Order 

Colour  As per the Work Order 

 

NOTE—Options should only be used if they are noted on the Work Order. Otherwise STANDARD fittings must be used. 

# Where a Cordlock is required and the type is not specified in the Order, a Heavy Duty Cordlock must be used. 

OTHER NOTE: Colour may vary from dye lots to dye lot. 

 

  
  

3. Standard Measurement Terminology 
 

Deductions for Butt blind – when customer supplies NAM 

The ‘Through’ blind is the one that covers the whole window. The ‘Butt’ blind is the blind that has to 
be cut back to allow space the ‘Through’ blind has taken. 

Measure both blinds at full width at the point where the blind is to be installed. This applies for deep 
recesses. The allowance for the cut back of the butt blind in recessed fit is as follows: 

Less 30 mm (20 mm headboard), less 50 mm (42 mm headboard) 

Less 80 mm (70 mm headboard), less 100 mm (90 mm headboard) 

Less 120 mm (110 mm headboard) 

Deductions in Bay windows – when customer supplies NAM 

Measurements for normal 3-Bay windows (135° - 135°) 

Recessed fit – Measure the width and drop of the recess windows at the front of the recess - 
NEVER at the back near the glass. For a 42 mm headboard - Left, Centre, Right blind: 

Recess – off front of window = less 10, 10, 10 mm 

Face – less 25, 50, 25 mm 



 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 

NOTES ~ 

* If there is no indication on the Order, it will be assumed that the measurements given are   

  Finished Sizes (Actual). 

 

TIPS: 

– For a better finish with Face Fitting Blinds, make the Blind width approx 20mm wider than the 
architrave, this then avoids the comparison of the hard line of the architrave and the softer edge 
of the blind.      

– Always use a reliable metal tape measure  

– When measuring inside a recess always measure the width at the top, centre and bottom of the 
recess and then use the smallest measurement. This avoids the possibility of the blind “jamming” 
in the recess.    

– To provide a better platform for a cord operated Face Fitting Blind, sit the Headboard on top of 
the architrave—but remember to increase your required Drop by 20mm  

– Before completing the Order, make sure there are no obstructions that could interfere with fitting 
the Blind 

– Avoid fitting a roman blind in a recess due to the following reasons: 

 If the blind is a block out, the area around the blind can emit a bright glow that will reduce 
the block effect to the room.  

 Operating the blind is more difficult. You have to reach around the blind to grab the cord.  

 The drop of the roman blind will vary depending on the length of time the blind is in the up 
or down position. In the recess, the blind may be seen to have too long or too short a drop.  

 

 
 

Reveal or Recess Width 

Face Width 
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Face Fitting Blinds—sit over the window frame. 
Finished Drop = Windrow Drop – 10mm. 

No other deductions are required. 

Recess Fitting Blinds—sit inside the window frame. 
Finished Width / Drop = Recess Width / Drop – 10mm.  

 

NOTES ON ORDER: 

Finished Size / ACT / Actual* .... Measurements supplied = Finished Blind size   

No Allowances Made (NAM) ...... No deductions made; We (CB) will make them. 

Options ....................................... Any non-standard options must be included on 

the Order 



 
 

4. Packaging & Labelling 

 Each blind will be individually packed in a polythene bag. A Fitting Instructions leaflet and 

Motorisation leaflet is to be suppled for every order. 

 Cardboard sheet must be placed between the bottom Lathe and the Headboard pulleys, to 

protect the fabric during transport.  

 Stiff L-shaped card board corners are placed at 

the bottom end to protect the blind should the 

blind be stood on its end for a short period of 

time. 

 Components must be sealed in a separate 

section of the polythene bag. 

 Each bag must have a signed Quality Inspection 

sticker attached—verifying that it is ready for 

despatch.  

 PVC Electrical tape is used to hold down the Lift 

Cord to prevent the cord from un-rolling when the 

tube is released during installation. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
The following additional packaging applies to delivery by external Courier only: 

 A maximum of 2 Blind packs are packaged together in a triangular cardboard box—cut to 

accommodate the Blind width. 

 Sailcloth Blinds must be packed flat. 

 Blind packs will be taped together—not too tightly—to minimise movement during transport. 

 Packages may contain scrap packaging materials, such as bubble wrap and corrugated 

cardboard that is used to stop movement of Blinds within the package during transport. 

 Each cardboard package will be labelled with the Customer’s name & the Customer Order 

Number. 

 

 

 

 

customerservice@contractblinds.com.au 

www.viewscape.com.au 

7/841 Mountain Hwy, Bayswater VIC 3153 

Ph. (03) 9739 9900 Fax: (03) 9720 7230 

 


