
Preparations Before You Install

1. Assembling Brackets & End covers
Slide the end brackets in to the Cassette back profile. The end brackets must sit inside the Cassette back 2mm from each end. Attach the End covers to the 
Cassette back by securing them with 2 screws on both ends.

Remove the packaging and locate following components. Discard any packaging.
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Cassette Back – qty 1

End cover metal – qty 1 pair 
(Left & right) with screws Fabric funnel – qty 2 Chain diverter – qty 1

Side channel bottom end 
caps - qty 2

Side channel back – qty 2 End brackets – qty 2Cassette Front – qty 1 Side channel front – qty 2
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2. Fixing the Cassette Back: 

3. Fixing Side channels: 

Pre-drill Cassette back through the End bracket screw holes. Now, secure the Cassette back to the 
arc with screws going through the End bracket holes and Cassette back. Also fix the middle of the 
Cassette back to the arc to reduce sagging in the centre.

Face Fix – Separate the Front and Back side channel for each end. Line up the Side Channel top to the Cassette back and fix the Side Channel back to the 
arc – start 50mm from top & bottom and at regular intervals. Repeat the same for the other end. Follow the reference line for screw position. Attach the Side 
channel bottom end caps.

Recess Fix –Separate the Front and Back side channel for each end. Holes will need to be drilled in the three ribs of the Side channel back profile. Now in the 
two inside ribs of the Side channel back, drill a larger hole for the fixing screw head to pass through. Attach the Side channel bottom end caps. Fix the Side 
Channel back to the arc – start 50mm from top & bottom and at regular intervals.
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4. Secure the blind to the internal brackets and attach the chain diverter to the control End bracket through the chain as shown below.

5. Drop the blind 200mm. slide the Fabric funnel on either ends with the fabric running through them and sit them loosely between the chain diverter and the 
Side channel back ribs. The funnels will be secured after attaching the Side channel front.

6. Press fit the Side channel front to the Side channel back.
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7. Slide the Cassette front on to the top grove of the Cassette back and close. Push all the way until you hear a click on either end.

8. Attach the chain safety device to the side 
channel towards the edge as shown.
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