
1.	 Press PROG button of the motor head until the motor jogs up and down briefly.

1.	 Press the UP button of the remote control

1.	 Press the UP + STOP buttons until the motor jogs up and down briefly.
2.	 Move the blind to where you want to set the up limit by using the UP/Down button.
3.	 Press the PROG button on the back of the remote for 2 seconds with a thin head tool until the motor jogs up and down briefly.

•	 Press the PROG button on the back of the remote for 2 seconds with a thin head tool until the motor jogs up and down briefly.

•	 Press the STOP button on the remote for 2 seconds until the motor jogs up and down briefly.
•	 Press the PROG button on the back of the remote for 2 seconds with a thin head tool until the motor jogs up and down briefly.

1.	 First ensure the remote is on the channel that you would like to operate the motor. You can change channels by pressing the Channel button 
on the remote.

2.	 Press the UP + DOWN buttons together until the motor jogs up and down briefly

Waking Up the Motor

Checking or Changing the Direction

Setting the Upper Limit

If the blind is moving in the correct direction 

If the blind is moving in the opposite direction 

Pairing the Remote to the Motor
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1.	 Press the DOWN + STOP buttons until the motor jogs up and down briefly.
2.	 Move the blind to where you want to set the down limit by using the UP/Down button.
3.	 Press the PROG button on the back of the remote for 2 seconds with a thin head tool until the motor jogs up and down briefly.

Setting the Lower Limit

Basic blind set up is now complete. Please turn over for advanced instructions.
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1.	 Press the PROG button on the back of the remote with a thin head tool on the already recorded remote control for 4 seconds until the motor jogs 
up and down briefly.

1.	 Press the PROG button on the back of the remote for 4 seconds until the motor jogs up and down briefly.
2.	 Press the UP + STOP buttons for 2 seconds until the motor jogs up and down briefly.
3.	 Move the blind to where you want to set the new up limit by using the UP/Down button.
4.	 Press the PROG button on the back of the remote for 2 seconds with a thin head tool until the motor jogs up and down briefly.

2.	 Select the new remote control to add and press its PROG button on the back with a thin head tool for 2 seconds until the motor jogs up and 
down briefly.

Adding a Remote Control

This operation will need to be done within 2 minutes.

This operation will need to be done within 2 minutes.

Up to 12 remote controls or channels can be added to one motor.

Readjusting the Up Limit Once Programmed

1.	 Press the PROG button on the back of the remote for 4 seconds until the motor jogs up and down briefly.

1.	 Hold the PROG button on the head of the motor until the motor jogs up and down briefly two times. 

1.	 First, ensure the remote is on the channel of the first blind that you want to copy across.
2.	 Turn the remote over and press the PROG button on the back for 2 seconds until the blind jogs up and down briefly.
3.	 Now put the remote on the group channel that you want the blind copied across to.
4.	 Turn the remote over and press the PROG button on the back for 2 seconds until the blind jogs up and down briefly 

(this has just copied and pasted the first blind on to the group channel).
5.	 Next, put the remote on to the channel of the second blind you want to copy across.
6.	 Turn the remote over and press the PROG button on the back for 2 seconds until the blind jogs up and down briefly.
7.	 Now put the remote on the group channel that you want the blind copied across to.
8.	 Turn the remote over and press the PROG button on the back for 2 seconds until the blind jogs up and down briefly 

(this has just copied and pasted the second blind on to the group channel).

1.	 Press and hold the PROG button on the head of the motor until the motor jogs up and down briefly three times. 

1.	 Press the PROG button on the back of the remote for 4 seconds until the motor jogs up and down briefly.

2.	 Press the DOWN + STOP buttons for 2 seconds until the motor jogs up and down briefly.

2.	 Press the STOP button 2 seconds until the motor jogs up and down briefly.

3.	 Move the blind to where you want to set the new down limit by using the UP/Down button.

3.	 Press the PROG button on the back of the remote for 2 seconds with a thin head tool until the motor jogs up and down briefly.

4.	 Press the PROG button on the back of the remote for 2 seconds with a thin head tool until the motor jogs up and down briefly.

Readjusting the Down Limit Once Programmed

Erasing the Remotes from the Motor Memory

Programming Group Channel Remotes (5 or 15 channel remotes)

Scan for Basic 
Programming 
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Scan for Advanced  
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Resetting the Motor

Change the Direction Once Programmed

This operation will need to be done within 2 minutes.

All transmitters are now deleted.

Please repeat this process for additional blinds you wish to add.
Now when you press the UP or DOWN button of the group channel, all added blinds should be operated together.

All settings are now erased and the motor is back in factory mode.
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